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ThenewCropscan16 mc4will operate
with 1 to 16 cropsensors, 1ambient sensor
and1 air mix sensor, optional RH sensor

Air mix control to mix ambient air with Refrigeratedcooling control gives priority to
storeair toachieve desiredcooling air                     ambient air cooling.
temperature, adjustablewith built in
safetycutout at 1.5C below LED mapactualstate ofcontrol functions
set point. with arrowchainstartingwith "cooling required"

thenleading on to "cooling on" or "refrigeration
Shut off interval topreventimmediaterestart,         on" according to ambient temperatures and
adjustableup to 5 hours. programmeselected.

target air mix

Hour counterfor ambient cooling,
refrigeration andrecirculation

Easymenuselectionswitch

High & Low temperature safeguards
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CROPSCAN 16mc4CROPSCAN 16mc4
TheCropscan16mc4is a computerbasedcrop
temperature control systemsuitable for usein
all vegetablecropstorage systems

For furtherinformationcontact
Tim Dudfieldon:-
Tel: 01476591592
Fax:01476591188
email: info@farmelec.co.uk

Farm Electronics Ltd
Woodland Drive
Alma Park
Grantham
Lincs. NG31 9SR England

Special Features

F\Manuals\Leaflets\CS16MC4\Crop16mc
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For furtherinformationcontact
Tim Dudfieldon:-
Tel: 01476591592
Fax:01476591188
email: info@farmelec.co.uk
www.farmelectronics.co.uk

REMOTE COMMUNICA TIONS SYSTEM

SPECIAL FEATURES

SensorScanondemand.

RemoteEditingof keysettings.

Collectionof Datalogfile.

Daily andweeklyreports.Including
textmessage,dial out capability.

Workswith anyWindows
95/onwardsPC.

TheCropscan16mc4canbelinkedto your office computerusing eithera locallywiredor
Modem System.

Modems canbeeitherGSM (mobile) or BT landline, dependenton thesite circumstances.

Cropscan16mc4 units canalsobenetworkedto one Modem toallow multi unit access.

TheCropscandownloadprogramis usedto collectthestoreddataandalsoprovide instant,
daily or weeklysystemreports.

TheGSM unit hasthecapability to sendanalarm textmessageto anynominatedmobile
telephone.It is alsopossibleto have mainsfailurewarning by text if desired.

TheCropMonitor graphing softwareprovides a seasonrecordfor eachCropscanSystem
linkedto your PC.

SystemAlarmAlert.
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CROPSCAN 16mc4CROPSCAN 16mc4

New LARGERWhiteonBlueLCD Displays

14Day loggedData “Look Back”

New
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Individual Sensor Selection

High and Low Temperature Band Cut Off

CO2 PurgeTimer

Built in Datalogger with PC Interface

Adjustable Offset

Intelligent Air Mix Louvr e Control

Inbuilt Economy 7 ON - OFFtimer
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